
R
em

ar
k	

:	S
p

ec
ifi

ca
ti

o
n

	s
u

b
je

ct
	t

o
	c

h
an

g
e

n
fi

rm
	w

it
h

	o
u

r	
sa

le
s.

	h
tt

p
://

w
w

w
.t

xc
co

rp
.c

o
m

Electrical Specifications

Equivalent Series Resistance(ESR)

Dimensions

Item / Type

Fundamental 3rd Overtone
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外形尺寸  Dimensions

项目 6035

Crystal SMD6035 2PIN

SMD晶体单元
高精度，高频率稳定
为减少电磁干扰的影响非常好
蓝牙无线通信集 DSC，PDA和手机最好的选择
符合RoHS/无铅

Frequency	Range

Frequency	Tolerance	(at	25	℃)

Frequency	Stability	Over	

Operating	Temperature	Range

Shunt	Capacitance	(C0)

Drive	Level

Load	Capacitance

Aging	(at	25	℃)

Storage	Temperature	Range	

1	~	100	μW	(100	μW	typical)

	

-	40	~	+	85	℃

13.0 — 125.000 MHz

±10 —±100 ppm (TYP.)

±10 —±100 ppm (TYP.)

-10℃— +60℃,-20℃— +70℃

7.0pF max 

6PF—32PF

±1ppm , ±2ppm , ±3ppm/year

 调整频差

 温度频差 

工作温度范围 

  静电容 

 激励功率 

 负载电容 

  老化 

储存温度范围

 频率范围 

8	~	12	MHz

12	~	54	MHz

40	~	80		MHz80	Ω	Max.

50	Ω	Max.

100	Ω	Max.
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特性 Features

技术参数

等效电阻

Above specification subject to change without prior notice, please consult our sales representative for more information




